Technical details

Pais de la Fabricaciéon
fabricante

disefiador

afio

proteccion

Volumen de suministro
entrada de tensién
material

longitud del cable

ajuste de altura
Atenuacion

Potencia en vatios
LED

Indice de reproduccion
cromatica

El flujo luminoso en Im

Temperatura de color en
grados Kelvin

Diameétre de I'ombre
Altura de pantalla

Dimensions

0 N talia

Vistosi

Chiaramonte & Marin
2019

1P20

LED

230 - 240 Volt

crista vidriol, metal
200 cm

altura determinada

Regulable en el sitio con control de

fase inversa
12,5W

incluyendo

>90

1.500

2.700 extra blanco célido

32cm
25cm
H 47 cm

Vistosi
Riflesso SP 3

Oberflache

e cobre

e latén
Schirmfarbe

e amatista

o Cristal

Descripcién

The lamp shade of the Vistosi Riflesso SP 3 pendant lamp consists of mouth-
blown crystal glass. The crystal glass is handcrafted during production. The
lamp shade is available in the colours bright Amethysth and crystal
transparent. The two elements on the top and bottom of the shade are made
of metal and are offered in the surfaces brass satin gold or copper satin. The
canopy has the same surface as the metal elements. The light is emitted into
the room by the lamp without glare. The integrated LED has a colour
temperature of 2,700 Kelvin extra warm white. On request, the pendant lamp
is also available with a colour temperature of 3,000 Kelvin warm white. The
cable of the Riflesso SP 3 pendant lamp can be shortened if required. With the
supplied ceiling hook, the pendant lamp can also be mounted independently
of the power outlet.



