
Licht im Raum
Ocular Spot 2

Oberfläche

nikiel satyna

obyty

Technical details

Kraj produkcji  Niemcy

producent Licht im Raum

projektant Licht im Raum

rok 2012

ochrona IP20

zakres dostawy LED

napięcie przydatność 110 - 240 Volt

tworzywo stal nierdzewna

kąt nachylenia belki 60 stopni

ściemnianie
na miejscu z funkcją
ściemniania

LED Łącznie

Temperatura barwowa w stopniach
Kelvina

2.700 extra biała ciepła

średnica obiektywu 67 mm

wydajność systemu 2 x 4,7 Watt

Całkowity strumień świetlny w lm 1.266

Dimensions H 17 cm | L 22 cm

Opis

The Licht im Raum Ocular Spot 2 is a two-lamp radiator that can be mounted
on the ceiling as well as on the wall. The glass lenses are traversable and
bundle the light so that it is directed to the right place.

The lamp made of stainless steel is available in the two surfaces satin nickel-
plated or polished. Two LEDs with a radiation angle of 60 degrees are
integrated.

K-Meral GmbH & Co. KG | Sachsenweg 9 | Hambau / Öko-Zentrum NRW / Halle 4 | 59073 Hamm

Tel.: +49 (0) 2381 - 905 9350 | Fax: +49 (0) 2381 - 905 9310 | info@wawawu.de

www.wawawu.eu


