
Licht im Raum
Ocular Spot 1 semi-recess Series 100
Zoom round

Oberfläche

nikiel satyna

obyty

Technical details

Kraj produkcji  Niemcy

producent Licht im Raum

projektant Licht im Raum

rok 2012

ochrona IP20

zakres dostawy LED

napięcie przydatność 110 - 240 Volt

tworzywo stal nierdzewna

kąt nachylenia belki 50 - 70 stopni

ściemnianie
na miejscu z funkcją
ściemniania

Moc w watach 17,1 W

LED Łącznie

Strumień świetlny w lm 2.354

Temperatura barwowa w stopniach
Kelvina

2.700 extra biała ciepła

średnica obiektywu 100 mm

Głowica lampy Wymiary ∅ 12 cm

Dimensions H 17 cm

Opis

This Licht im Raum Ocular Spot spotlight has a round junction box, which is let
into ceiling or wall. It belongs to the more light-intensified series 100, which
have 100 mm diameter lenses. The rotating and tilting joint allows a flexible
alignment of the light. In addition, the lens is traversable and can be zoomed
in or out. Thus, the radiation angle can be varied between 50 and 70 degrees.

The lamp body made of stainless steel is available in polished or matt nickel-
plated. On-site dimming is possible. On request, the connection socket is also
offered in square form.
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